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Features

Specifications Applications　

● 100mm high speed printing 
● Built-in multi-language codepages includes Chinese,
   Japanese and Korean characters
● Combo interface for USB and Bluetooth (4.0)
● EPSON command and other emulation 
● 1D/2D barcode printing supported 
● Easy to set and high volume capacity of paper  
● Spectacular value-add accessories 
● OPOS/JPOS driver supported

● Field Service   ● Public Safety
● Healthcare   ● Retail & Hospitality
● Manufacturing and Warehouse ● Route Accounting
● Parking Citations   ● Deliveries
● Onboard Transportation 

2" BT mobile thermal printer
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Print Method   Thermal line printing
Printing Width   48mm
Paper Width   58mm
Printable Dot No.   384 dots
Printing Speed   Up to 100 mm/sec
Resolution    8 dot/mm
Sensors    Paper end, cover open
Cutter    Tear bar
Type    Receipt thermal paper
Thickness    0.06mm~0.09mm
Roll Diameter   Max. 38.0mm
Printing Head   50 km
MCBF    60 million lines
Auto Cutter   1.5 million cuts
Interface     USB/Bluetooth (Ver.4.0)
Receive Buffer   4KB
Logo Size    64K
Emulation    ESC/POS CMD compatible
Driver    WinXP x86,Win7 x86/x64 , Win8/x86, 
    Win10/x86
    OPOS/JPOS
Dimensions   142 x 127 x 154mm
Weight    250g (w/o battery & roll paper)
Adapter    12V/1.5A
Specified Li-on battery 7.4V, 2900mAh
Certification   CE, FCC
Character Sets   Alphanumeric characters: 95
    Extended characters: 128 x 8 page 
    International characters: 32
Code Page   CP-437, Katakana character set, CP-850, 
    CP-852, CP-860, CP-863, CP-865, CP-1252
Compound Character   Traditional Chinese, Simple Chinese, 
    Japanese, Korean
Character Size   Font A: 24 x 24 (16 C/L)
    Font B: 24 x 12 (32 C/L)
    Font C:16 x 8 (48 (C/L)
1D    UPCA,UCPE,EAN13,EAN8
    CODE39,CODE25 (ITF),
    CODEBAR,CODE93,
    CODE128
2D    PDF417, QR Code, data matrix
Operating Temp.   -10 to 50°C
Storage Temp.   -30 to 70°C
Operating Humidity   30 to 80% RH (non-condensing)
Storage Humidity   5 to 90% RH (expect for paper)
Operating Temp.   -10 to 50°C
Standard    Interface cables, international power adapter, 
    battery pack
Optional    Carrying bag with shoulder strip, 
    battery charger
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Protech Systems Co., Ltd. 
No. 24, Lane 365, Yang Goang Street,
Nei Hu District Taipei 114, Taiwan 
TEL: +886-2-8751-1111
 

Protech Technologies Inc. 
950 Fee Ana St, Suite B
Placentia, CA 92870
TEL: +1-714- 996-7200    

Protech Japan Co., Ltd. 
OSK Bldg, 6F, 6-25-14, Minami-ohi
Shinagawa-ku, Tokyo, 140-0013
TEL: +81-3-5753-8411 
 

PROX SYSTEMS Germany GmbH
Weststrasse 20a, 40721 Hilden
Düsseldorf, Germany
TEL: +49 (0) 2103-41898-0

PROX SYSTEMS Spain S.L.
C/Albasanz 14 Bis 2ºD, 28037
Madrid, Spain
TEL: (+34) 917648559 
 


